
SERVING THE FOOD INDUSTRY SINCE 1951

Authorized Dealer Page 1 / 1  (Version 2023.10)

Telephone: 1-800-465-0234           Fax: (905) 607-0234           Email: sales@omcan.com           Website: www.omcan.com

CONVECTION OVENS

Make a switch to better, more efficient,  
more safe, and with precised cooking 
experience.

This countertop induction cooker is constructed of 
stainless steel. Each unit is equipped with an LED digital 
display and controls for easy and accurate temperature 
adjustments and timer settings. These induction 
cookers are energy efficient; all heat is contained and 
transferred directly to cookware placed onto the unit.

FEATURES:
• Stainless steel exterior and A grade black crystal plate 
• 4-hour timer function 
• 10 power temperature settings 
• Safety features: Auto shut-off

WARRANTY
PARTS AND LABOUR

MADE IN CHINA

1.8 kW Stainless Steel Commercial 
Countertop Induction Cooker 

ITEM: 44415  MODEL: CE-CN-1800-A 

TECHNICAL SPECIFICATION 

Item 44415

Model CE-CN-1800-A

Temperature Range 60 - 238°C (140 - 460°F)

Cooking Surface 11” x 11” (280 x 280 mm)

Power 1,800 W

Electrical 120V / 60Hz / 1Ph

Amps 15 A

Net Weight 10 lb. (4.70 kg.)

Net Dimensions (WDH) 13” x 16.46” x 4”
(327 x 418 x 105 mm)

Gross Weight 11.5 lb. (5.2 kg.)

Gross Dimensions (WDH) 18.4” x 5.8” x 14.6”
(468 x 148 x 372 mm)

Plug Type NEMA 5-20P


